	
Product Specification in CSI 3-Part Format
for Specifying

GX2 
Premium Exterior Stucco

As a finish coat in exterior cement plaster systems and as a permanent base for subsequent applications of exterior stucco wall and ceiling finishes
.
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EXPO industries
7455 Carroll Road
San Diego, CA 92121
Ph: 858-566-3110
Fax: 858-566-4346
Website: www.expoindustries.com


	GENERAL NOTES TO SPECIFIER:

THE FOLLOWING PRODUCT SPECIFICATION LANGUAGE IS INTENDED TO ASSIST DESIGN PROFESSIONALS IN specifying Expo industries gx2 premium exterior stucco  AS THE FINISH COAT in EXISTING 3-part specifications for CEMENT PLASTER SYSTEMS. 

SAMPLE LANGUAGE IS PROVIDED FOR APPLICABLE ARTICLES IN PART 1–GENERAL AND PART 2–PRODUCTS  AND PART 3–EXECUTION FOLLOWING THE CONSTRUCTION SPECIFICATION INSTITUTE’S SECTIONFORMAT. BECAUSE OF THE VARIATION IN SPECIFICATION SYSTEMS IN USE, ARTICLE AND PARAGRAPH numbers and TITLES MAY DIFFER FROM THOSE PRESENTED HEREIN. THE SAMPLE LANGUAGE SHOULD BE EDITED ACCORDINGLY TO FIT EACH FIRM’S SPECIFICATIONS.
NOTES TO THE SPECIFIER ARE IN ALL UPPER CASE TEXT AND ARE CONTAINED BOXES.

GREY HIGHLIGHTED GREEN TEXT AND NOTES RELATE TO LEED® PROJECTS AND CAN BE DELETED IF THE PROJECT IS NOT INTENDED TO ATTAIN leed CERTIFICATION.



Part 1 - General

1.1 References 

A. Abbreviations and Acronyms:

1. LEED®: Leadership in Energy and Environmental Design.

2. USGBC: US Green Building Council.

B. Reference Standards:

INSERT APPROPRIATE LEED RATING SYSTEM DESIGNATION IN THE BLANK SPACE BELOW.

1. USGBC LEED __________________ Green Building Rating System™.
1.2 Submittals

A.  Reference Section 01 33 00(Submittal Procedures; submit following items:

Premixed Finish Coat: 

a. Product Data.

COORDINATE REQUIREMENTS FOR COLOR SUBMITTALS WITH COLOR SPECIFICATION BELOW (2.01 A. 4.)

b. Color Samples
:

c. Material Safety Data Sheet.

FOR LEED PROJECTS INCLUDE THE FOLLOWING, AS APPLICABLE, IN THE LEED SUBMITTALS PARAGRAPH.
2. Premixed Finish Coat LEED Submittals:

a. Credit MR 4.1, 4.2 - Recycled Content: Indicating percent of  post-consumer recycled content.

b. Credit MR 5.1, 5.2 - Regional Materials: Indicate source location(s) and location of manufacture.

Part 2 - Products

2.1 Materials

A. Premixed Finish Coat: GX2 Premium Exterior Stucco as manufactured by Expo Industries, San Diego CA, 858-566-3110, www.expoindustries.com 
1. Mechanically blended compound of portland cement, hydrated lime, inert aggregates, pigment, and proprietary additives.

a. Conform to standards of the Stucco Manufactures Association
.

b. Portland cement: ASTM C 150, Type I., Fed Spec SS-C-192B.

c. Hydrated lime: ASTM C 206, Type S and C 207 Type S, UBC Standard 24-18-82.

d. Aggregates

2. Minimum 10 percent post consumer recycled content.

3. Material Source: 90 percent within 500 miles of San Diego, CA.

INSERT COLOR NAME AND NUMBER BELOW IF KNOWN; OTHERWISE SELECT ONE OF THE OTHER TWO OPTIONS.

4. Color: [ ______________ ] [As selected by Architect from manufacturer’s standard range] [Custom color as selected by Architect].

Part 3 - Execution

3.1 pLASTER APPLICATION

A. Finish Coat, Color Coat Stucco: Follow manufacturer’s instructions for application by the following method to a total thickness of approximately 1/8 inch minimum.

1. Hand Trowel Application.

a. Texture: [Light Lace] [Heavy Lace] [Monterey] [Fine Sand Float] [Medium Sand Float] [Heavy Sand Float] [ ______________ ] [As shown on Drawings].

OR

1.
Spray Application.

a.
Texture: [Light Machine Dash] [Medium Machine Dash] [Heavy Machine Dash] [Machine Dash Knockdown] [ _____________ ] [As shown on Drawings].

End of PRODUCT SPECIFICATION








� 	This specification was prepared specifically for Expo Industries by ASC Specification Consultants. Comments or suggestions for improvement should be addressed to: _________________________________________________








Issue Date:  _____________
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